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PHASING NOTES:

1. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY
2. PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY

S.H.A. PROPERTY

S.H.A. PROPERTY

NOTES

1. "D.0." indicates delay output loop detector.
2. Geometrics shall be confirmed prior to the instaliation of signal equipment.
3. Loop detectors and conduit shall be installed prior to the installation of pavement markings.

4. Pavement markings detailed are proposed and are to be installed by the contractor in
accordance with S.H.A. standards. All other pavement markings will be installed as part
of the Developer's contract,

5. Revision 'B'is a revision to the traffic signal built in
October , 1975 under Contract S.H.A. No.: B-368X-000-485.

8. Allunderground and overhead utlilities shown on these plans are schematic and are not
to be considered complete. The Contractor shall be responsible for notifying allutility companies
prior to construction so that all utilities may be located in the field. If the Contractor perceives
that a conflict between the utlities and the traffic signal equipment will occur, the Contractor shall
notify the appropriate Project Engineer immediately.

SIGNALS

3,6,9

7,8,11

18,12

(7)
(K
(6Xa

12!!/8“ 12“ 12“ @ 12"
12“
Note: Signalheads 3-6,10,12 and Signs

14,15,17,19 are existing.

Signalheads 1,2,7-9,11 and Signs
13,16,18 are proposed.
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vehicle signalheads as shown

Use existing

Use existing handhole and splice existin
wire to new 2-conductor aluminum shielded cable.

SIGNS
13,14,15 17 18
LEFT TURN %
YIELD
ON GREEN ONLY
® R 3-5(L) R 3-6(L)
30" 36" 30'x 36"
R 10-12
36'x 42"
16,19
ONLY

R 3-b(R)

Use existing base mounted cabinet/controller with allnecesssary equipment.

install 27 ft. steelmast arm pole with 38 ft. mast arm, and
(Note: one 2 in. PVC conduitt bend).

Use existing steelmast arm pole, vehicle signalheads, and ssign.
Replace existing vehicle signalhead, and install sign as showrn.

Install handhole.
install 1in. liquid tight flexible conduit for loop detector lead--in.

Install 2 in. polyvinyl chloride [Schedule 40] electrical conduit - trenched.
Install 2 in. polyvinyt chloride [Schedule 801 electrical conduit - pushed.
Install 6 ft. x 30 ft. quadrupole type vehicle lcop detector ((3-6-3 turns).
Install6 ft. X 6 ft. vehicle loop detector {4 turns).
Install handhole over existing conduit.

Use existing conduit.
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steel twin mast arm pole, vehicle signalheads ,,and signs.
Replace existing vehicle signalhead, and sign as shown. Insttallnew vehicle signal
head, and sign as shown.

CONSTRUCTION

DETAILS
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Use existing handhole.

Use existing loop detector.
Cap and abandon existing conduit.
Remove existing handhole.
Disconnect existing loop detector.

Extend existing stop line with 24 in. wide.

thermoplastic pavement marking.
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Install 24 in. wide thermoplastic paverment
marking - white for stop line.

Install micro-loop probes.
Install combination "left/thru” arrow - white.
Use existing electrical service.

Install 3 in. polyvinyl chloride [Schedule 801 electrical conduit -

trenched during construction.

Z. Extend existing conduit with 3 in. polyvinyl chloride [Schedule 801

electrical conduit - trenched during construction.

loop detector
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